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Application

Before you Build  |  SlideSet Soft Closer Preparation

Check that all listed parts 
are included prior to 
beginning installation.

Allen Key

1 x

Track Catch

1 x

Soft Close Mechanism

1 x

8g x 1/2” screw

1 x

M4 x 12 cap screw

3 x

Zero Clearance (minimum panel width 610mm)

2.5-5 HC1 = 25mm

277HC1 

Step 1  |  Inserting Hanger

Insert hanger into track, then the soft close. The soft close must be in primed position, as shown.

Primed

PRIMEDPRIMED

NOT
PRIMED

Slide soft close along track to hanger
then pushing up horizontally into track.
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Step 3  |  Fixing Catch Plate

Step 2  |  Attach Hanger to Soft Close

Attached hanger to soft close with cap screws. Install panel as per system instructions.

Fix catch plate into track through slotted holes with 2 screws only.

Hanger centre line from panel end
Track end from desired panel end position

HC = 
X = 

Y = X + HC + 68
eg. if X = 3, HC = 125 then Y = 196

HCX

OPENING

Y

68 4619

Step 4  |  Fine Adjustment

Step 5  |  Secure Final Position

Close the panel to check if it closes to the desired position.
If the panel stops too faw away from the jamb, move the catch plate closer to the jamb.
If the panel hits the jamb too soon, move the catch plate away from the jamb.

Adjust catch plate as required. Secure in final position with the 3rd screw.
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