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	- Flush finish architectural sections with integrated channel, for installing LED light strips for walls and ceilings.

	- Conceals and protects LED strips. 

	- Flush-fit lighting detail for feature walls, ceilings, cabinetry, and openings. 

	- Durable cold-rolled steel construction.

	- Precision-formed 9x18mm rebate for LED extrusions.

	- Fire-resistant and warp-resistant compared to timber and PVC. 

	- Easy to install. 

	- Clean, architectural finish. 

	- Custom folded and manufactured in Croydon, Victoria. 

Features

These architectural steel finishing sections are designed to 
seamlessly integrate LED strip lighting into modern interiors. Based 
on EZ Concept Finishing profiles; EzyPelmet®, EzyReveal®, and 
FastCap®, each component features a precise 9x18mm rebate 
to house most standard LED strips or extrusions. These profiles 
enable integrated lighting with a clean, architrave-free finish in 
contemporary architectural settings. 

EZ Concept’s LED range is Australian Made certified, which 
guarantees high-quality and durability.

Description

EzyPelmet with LED 
Channel

FastCap with LED Channel EzyReveal with return with 
LED Channel

Profiles

FastCap with LED Channel 
(rebate on one side only)

EzyReveal with LED Channel

Assembly View

Installed EzyPelmet with unlit LED 
channel

Installed EzyPelmet with lit LED 
channel

Diffuser Cover

Aluminium Channel

LED Light 
Strip
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Dimension Notes
EzyPelmet with LED channel

a

35 35

c c

18 18

bb

FastCap 1 with LED channel
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FastCap 2 with LED channel
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Minimum dimension ‘c’ is 20mm (45mm when used in ceilings)i

18

c

35

a

9

perforated edge

EzyReveal 
without return 
with LED channel

Product Code Description Standard Lengths

EzyPelmet LEDEP EzyPelmet with LED channel 3.0m

EzyReveal LEDRA EzyReveal with LED channel 3.0m

EzyReveal LEDRLA EzyReveal with return with LED channel 3.0m

FastCap LEDFC-1 FastCap with LED channel 3.0m

Ordering Information

Custom lengths available upon request.i Lead times apply. i

FastCap LEDFC-2 FastCap with LED channel (Rebate for LED on one side only) 3.0m

	- Install using standard EZ Concept methods (glue/screw fix to studs or wall surfaces). 

	- LED strip lights are fixed in the precision-formed rebate by your electrician after the plastering process is complete.

	- Suitable for plasterboard walls and ceilings. 

Installation Notes


