4 AccessDor | Access Panels

Access Panels for Walls and Ceilings
Key Features

e Suitable for use in both walls and ceilings.
e Choice of set bead or flanged surround.
e Set bead surround provides a clean line, flush finish.
e Flanged surround allows fast install time with a professional finish.
e MDF panel has two latch options to suit your security requirements; twist lock or touch latch.
e Concealed hinges for an elevated, seamless aesthetic.
e Robust steel frame construction for superior performance.
e Frames with pre-punched fixing holes to wall and ceiling framing.
e MDF door includes felt covered board with rubber seal for improved acoustics.
e Sound rated metal access panel options available with twist lock.
Profiles Installation
Steel Door with Set Bead Steel Door with Set Bead
l ‘
External Internal Closed Open
MDF Door with Flange Door MDF Door with Flange Door

External Internal Closed Open

Product Information

Door Material Code Frame Type | Lock Type | 300 x 300 | 450 x 450 | 600 x 600
Metal SB30B, SB45B, SB60B Set Bead | Budget Lock v v v
MDF SB30MD, SB45MD, SB60MD Set Bead Touch Latch v v v
MDF FL30MD, FL45MD, FL60OMD Flange Touch Latch v v Vv
MDF FL30B, FL45B, FL60B Flange Budget Lock v/ v/ v/
Metal SB45B-SR, SB60B-SR Set Bead Budget Lock v/ V* V*
Metal FL30B, FL45B, FL45B-SR, FL60B Flange Budget Lock v v* v

*Sound rated option available
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